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                               was established in 1988 with the
goal of delivering the best laboratory equipments for
the reliable results. We always strive to develop high
technology with ergonomic design for better products.
We are eager to take on new challenges in developing
a product the best suits you!

Our reliable instruments will offer you analytical
solutions in the field of biology , chemistry, medicine,
pharmacology and so forth. We are driven by innova-
tion and our extensive product lines are at the cutting-
edge globally in both scientific and industrial research
instrument markets.

While continuously focusing on human resources and
technology, development, we strive to make a signifi-
cant difference in various research areas.
our top priority is to provide the world’s best products
and services through outstanding quality and customer
satisfaction at affordable prices.

We hope you enjoy the discovery of Jeio Tech and it’s
products.



Bath Circulators

Cold Trap Bath

Amb. +7 to 100   BW-05B / BW-10B / BW-20B
Amb. +5 to 100   BW-05H / BW-10H / BW-20H

  BW-0505H / BW-0510H / BW-1010H / BW-1020H

Amb. +5 to 100   BW-05G / BW-10G / BW-20G

Amb. +5 to 150   CW-05G / CW-10G / CW-20G / CW-30G

-25 to 150   RW-0525P / RW-1025P / RW-2025P / RW-3025P
-35 to 150   RW-0540P / RW-1040P / RW-2040P / RW-3040G

Amb. +5 to 100   BS-06 / BS-11 / BS-21 / BS-31

Amb. +5 to 150   VB-25G / VB-40G

Down to -40   CTB-10

Heating Baths (Economy)

Heating Baths (General)

Heating Bath Circulators (General)

Amb. +5 to 150   CW-05P / CW-10P / CW-20P / CW-30P
Heating Bath Circulators (Programmable)

-25 to 150   RW-0525G / RW-1025G / RW-2025G / RW-3025G
-35 to 150   RW-0540G / RW-1040G / RW-2040G / RW-3040G

Refrigerated & Heating Bath Circulators (General)

Refrigerated & Heating Bath Circulators (Programmable)

Shaking & Heating Baths

Viscometer Heating Bath

Contents
Heating Baths



Technical Benefit
Optimum Control Features

PC control & DI/DO function

Microprocessor PID control
Temperature calibration and Auto tuning function
(except for BW-B Models)

Thanks to our patented agitation system,
all of our water baths boast exceptional
temperature stability (only for BW-H Models)

RS-232 Communication Interface
(for VB, CW, RW models)

Digital input and output control function
for interlocking external devices 
(for CW-P, RW-P models)

Protection against overheating by automatic power
cutoff from the heater and controller in sequence

Fuses for protecting against overcurrent

(except for BW-B/H Models)

10 programs for temp. ramp up and dwell control
10 steps per a program and 99 hr 59 min per a step

Stored programs are easily linkable 
Programs are repeatable up to 99 cycles

Pre-heating / heating time settable 

Precision

Agitation System

Safety

Intelligent Program Control
(only for CW/RW-P Models)



Technical Benefit

High-quality 304 grade stainless steel
interior bath and dirt-repellent powder
coating for all external surface

Suction device for powerful
external and internal circulation

per minute (only for CW, RW models - optional)

Five speed duplex pump is easy to
control pump capacities and pressures

(only for CW, RW models)

Wide selection of accessories
can be equipped with each models

Stainless steel Bath

Suction Pump

Pump Control

Various accessories

Constructional Features
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Heating Baths
BW-05B/10B/20B/05H/10H/20H/0505H/0510H/1010H/1020H (up to 100 )

Operating Features
of BW-B

Amb. +7°C to 100

On / Off temperature control

Over-temperature protection
with alarm

adjustment

Common Features

control panel for easier access 
and better safety

Additional inner circulation
system using our patented
agitator (for Digital & Dual Models)

Individually programmable
and temperature controllable
dual reservoirs (for Dual Models)

Heating Baths (Economy)

Economical water baths
for optimal temperature control

Analog Models BW-05B BW-10B BW-20B
Bath Volume (L / cu ft) 3.5 / 0.1 11.5 / 0.4 20 / 0.7

Working Temperature Range (  / ) Amb. +7 to 100 / Amb. +12.6 to 212

Temperature Stability 1) (±  / ) 0.5 / 0.9

Dimension

Bath Opening / Depth
(W×L, D) (mm / inch)

240×136, 115 /
9.4×5.4, 4.5

300×240, 165 /
11.8×9.5, 6.5

498×300, 165 /
19.6×11.8, 6.5

Overall
(W×L×H) (mm / inch)

303×242×245 /
11.9×9.5×9.6

357×330×290 /
14.1×13×11.4

564×392×290 /
22.2×15.4×11.6

Net Weight (kg / lbs) 6.5 / 14.3 10 / 22 18.5 / 40.8

Electrical Requirements (230V) 60Hz, 3A 50Hz, 3A 60Hz, 4.3A 50Hz, 4.3A 60Hz, 8.7A 50Hz, 8.7A

Cat. No. AAH46011K AAH46012K AAH46021K AAH46022K AAH46031K AAH46032K

Electrical Requirements (120V) 60Hz, 5.8A 60Hz, 8.3A 60Hz, 8.3A

Cat. No. AAH46013U AAH46023U AAH46033U

 Bath fluid : water                                                         1) Technical data according to DIN 12876. 

Digital & Dual Models BW-05H BW-10H BW-20H BW-0505H BW-0510H BW-1010H BW-1020H
Bath Volume (L / cu ft) 3.5 / 0.1 11.5 / 0.4 20 / 0.7 3.5&3.5 / 0.1&0.1 3.5&11.5 / 0.1&0.4 11.5&11.5 / 0.4&0.4 11.5&20 / 0.4&0.7

Working Temperature Range (  / ) Amb. +5 to 100 / Amb. +9 to 212

Temperature Stability 1) (±  / ) ±0.1 / 0.18

Dimension

Bath Opening / Depth
(W×L, D & W×L, D) (mm / inch)

240×136, 150
/ 9.4×5.4, 5.9

300×240, 200
/ 11.8×9.5, 7.9

498×300, 200
/ 19.6×11.8, 7.9

240×136, 150
Per chamber

240×136, 150  
& 300×240, 200

300×240, 200
Per chamber

300×240, 200 
& 498×300, 200

- - -
9.4×5.4, 5.9
Per chamber

9.4×5.4, 5.9 
& 11.8×9.5, 7.9

11.8×9.5, 7.9
Per chamber

11.8×9.5, 7.9 
& 19.6×11.8, 7.9

Overall
(W×L, H) (mm / inch)

307×216×266
/ 12.1×8.5×10.5

364×316×318
/ 14.3×14.4×12.5

564×372×318
/ 22.2×14.6×12.5

590×216×265 /
23.2×8.5×10.4

544×316×318 /
21.4×12.4×12.5

706×300×318/
27.8×11.8×12.5

844×372×318 /
33.2×14.6×12.5

Net Weight (kg / lbs) 6.5 / 14.3 9.5 / 21 15.5 / 34.2 9.7 / 21.3 12.4 / 27.3 14 / 30.8 17.6 / 38.7

Electrical Requirements (230V, 50 / 60Hz) 3.0A 4.3A 8.7A 3 & 3A 3 & 4.3A 4.3A & 4.3A 4.3A & 8.7A

Cat. No. AAH45115K AAH45125K AAH45135K AAH47115K AAH47125K AAH47135K AAH47145K

Electrical Requirements (120V, 60Hz) 5.8A 8.3A 8.3A 5.8A & 5.8A 5.8A & 8.3A 8.3A & 8.3A 8.3A & 8.3A

Cat. No. AAH45113U AAH45123U AAH45133U AAH47113U AAH47123U AAH47133U AAH47143U

 Bath fluid : water, using agitator                                 1) Technical data according to DIN 12876. 

Analog Models (BW-10B) Digital Models (BW-10H) Dual Models (BW-0510H)

Operating Features
of BW-H

Amb. +5  to 100

Microprocessor PID temp.
control / Automatic tuning

Over-temperature protection
with alarm

Digital LED displays of temp.
readouts and set. temperature
values to 0.1  or 1

with the optional gable cover with the optional gable cover with the optional open-rings cover
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Digital LED display (0.1  resolution)

Splash-proof keypad

Corrosion-resistant stainless
steel construction of all wetted

as well as water and silicone

with easy-to-use digital 
controller with dual LED 
displays

Amb. +5  to 100

Microprocessor PID control/
Automatic tuning/ Calibration

Digital timer for delayed
ON / OFF (from 1 min to 99 hr 59 min)

Protection against over-temp.

Convenient memory function
of up to three frequently 
used temperature settings

Heating Baths
BW-05G/10G/20G (Amb. +5 to 100 )

Heating Baths (General)

Outstanding temperature control
water baths for diverse applications

level and dry-running with
audible and visual alarms

Automatic shut down of the
heater following the alarms

Isolated design of heater,

to protect users and samples
against direct contact

Model BW-05G BW-10G BW-20G
Bath Volume (L / cu ft) 5 / 0.2 10 / 0.4 20 / 0.7

Working Temperature Range (  / ) Amb. +5 to 100 / Amb. +9 to 212

Temperature Stability 1) (±  / ) 0.2 / 0.36

Dimension

Bath Opening / Depth
(W×L, D) (mm / inch)

231×150, 160
/ 9.1×5.9, 6.3

285×211, 180
/ 11.2×8.3, 7.1

345×290, 200
/ 13.6×11.4, 7.9

Overall / with Gable Cover
(W×L×H) (mm / inch)

355×260×334
/ 14×10.2×13.1

410×311×354
/ 16.1×12.2×14

471×390×374
/ 18.5×15.4×14.7

Net Weight (kg / lbs) 10 / 22 14 / 31 18 / 40

Electrical Requirements (230V, 50 / 60Hz) 3A 4.4A 8.7A
Cat. No. AAH41405K AAH41415K AAH41425K
Electrical Requirements (120V, 50 / 60Hz) 5.8A 8.3A 8.3A
Cat. No. AAH41406U AAH41416U AAH41426U

 Bath fluid : water, using agitator
1) Technical data according to DIN 12876.

STANDARD



For detailed information of accessories, please refer to the page 14-17.

Accessories

8

Shaking & Heating Baths
BS-06/11/21/31 (Amb. +5 to 100 )

Separate control keys for
shaker mechanism allowing
the unit also to be used as
a constant temperature bath

Minimal shock to the samples
thanks to the shaker’s gentle
start feature

Multiple LED displays for
setting various values

Isolated design of agitator,
heater, and sensor by a 

and also to protect users 
and samples against direct 
contact

Amb. +5  to 100

Selectable reciprocating
stroke length: 25, 30, 35mm

Microprocessor PID control/
Automatic tuning/ Calibration

Digital timer for delayed
ON / OFF (from 1 min to 99 hr 59 min)

Protection against over-temp.

Digital LED display (0.1  resolution)

Splash-proof keypad

Reciprocal shaking & heating baths

Rapid and accurate shaking by
adopting silent and anti-vibration
BLDC motors

Model BS-06 BS-11 BS-21 BS-31
Bath Volume (L / cu ft) 17 / 0.6 25 / 0.9 37 / 1.3 55 / 1.9

Working Temperature Range (  / ) Amb. +5 to 100 / Amb. +9 to 212

Temperature Stability 1) (±  / ) 0.2 / 0.36

Shaking 
System

Motion / Speed Range (RPM) Reciprocating / 20 to 180

Recip Stroke Length (mm / inch) 25, 30, 35 / 1.0, 1.2, 1.4 Available - Standard 30 / 1.2

Dimension

Bath Opening /Depth 
(W×L, D) (mm / inch)

199x300, 235
/ 7.8x11.8, 9.3

319x300, 235
/ 12.6x11.8, 9.3

479x300, 235
/ 18.9x11.8, 9.3

629x350, 235
/ 24.8x13.8, 9.3

Overall 
(W×L×H) (mm / inch)

430×440×355
/ 16.9×17.3×14

550×440×355
/ 21.7×17.3×14

710×440×355
/ 28×17.3×14.3

860×490×355
/ 33.9×19.3×14

Net Weight (kg / lbs) 26 / 57 30 / 66 35 / 77 42 / 93

Electrical Requirements (230V, 60Hz) 3.7A 4.6A 8.9A 8.9A

Cat. No. AAH44061K AAH44111K AAH44211K AAH44311K

Electrical Requirements (230V, 50Hz) 3.7A 4.6A 8.9A 8.9A

Cat. No. AAH44062K AAH44112K AAH44212K AAH44312K

Electrical Requirements (120V, 60Hz) 7.1A 8.8A
- -

Cat. No. AAH44063U AAH44113U

 BS-21 and BS-31 Models are available ONLY for 230V.
 Bath fluid : water

1) Technical data according to DIN 12876.

STANDARD
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Viscometer Heating Baths
VB-25G/40G (Amb. +5 to 150 )

Ultra precise temperature 
control with excellent visibility

Model VB-25G VB-40G
Bath Volume (L / cu ft) 25 / 0.9 40 / 1.4

Working Temperature Range 2) (  / ) Amb. +5 to 150 / Amb. +9 to 302

Temperature Stability 1) (±  / ) 0.05 / 0.09 0.1 / 0.18

Dimension

Bath Opening / Depth  
(W×L, D) (mm / inch)

145×265, 330 / 5.7×10.4, 13 295×265, 330 / 11.6×10.4, 13

Cover Lids / Hole for Thermometer  
(mm)

5ea / Ø51, 1ea / Ø12.6 8ea / Ø51, 1ea / Ø12.6

Overall (W×L×H) (mm / inch) 492×374×536 / 19.4×14.7×21.1 642×374×536 / 25.3×14.7×21.1

Net Weight (kg / lbs) 28 / 61.7 37 / 81.6

Electrical Requirements (230V) 60Hz, 13A 50Hz, 13A 60Hz, 13A 50Hz, 13A

Cat. No. AAH43301K AAH43302K AAH43401K AAH43402K

* VB-25G and VB-40G Models are available ONLY for 230V.
1) Technical data according to DIN 12876.
2)  If you want to operate the unit below Amb. + 5  (Amb. + 9 ), an optional cooling circulator is required. 

The lowest temperature when using an optional cooling circulator is +10  (+50 ). 

Splash-proof keypad

Simple conversion between
Celsius and Fahrenheit

RS-232 interface

Crystal-clear visibility 
provided by double tempered 
safety glass windows in front 
and rear sides

Isolated design of agitator,
heater, and sensor by a 

and also to protect users 
and samples against direct 
contact

Amb. +5  to 150

Microprocessor PID control/
Auto-tuning/ Calibration

Digital timer for delayed
ON / OFF (from 1 min to 99 hr 59 min)

Protection against over-

level

Convenient memory function
of up to three frequently
used temperature settings

Digital LED display
(0.01  resolution at 0~99.9
and 0.1  resolution at 100~150 )

Optimal temperature 
equilibrium achieved by a 
vane type stirrer with strong 
circulation power

Operations at below or slightly 
above ambient temperature 
allowed by the included 
stainless steel cooling coil

12.6mm Ø hole
and 51mm Ø holes

STANDARD
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temperature management by
using a powerful variable-
speed pump (1 to 3 steps of pump 
for internal circulation and 4 to 5 steps for 
external circulation)

Powerful pressure and suction 
pumps provide contrast press-

the whole temp range 

Isolated design of agitator,
heater, and sensor by a 

and also to protect users 
and samples against direct 
contact

Amb. +5  to 150

Microprocessor PID control/
Automatic tuning/ Calibration

Digital timer for delayed
ON / OFF (from 1 min to 99 hr 59 min)

level and dry-running

Convenient memory function
of up to three frequently 
used temperature settings

Digital LED display (0.1  resolution)

Splash-proof keypad

RS-232 interface

Heating Bath Circulators
CW-05G/10G/20G/30G (Amb. +5 to 150 )

Heating Bath Circulators (General)

External and internal circulation
with powerful pumping capability

level and dry running by 
automatic shut down of the 
heater together with audible 
and visual alarms

Corrosion-resistant, seamless, 
leak-proof, round-cornered, 
and easy-to-clean stainless 
steel bath with a drain valve

Compact footprints ideal for
cramped lab space

STANDARD

Model CW-05G CW-10G CW-20G CW-30G
Bath Volume (L / cu ft) 5 / 0.2 10 / 0.4 20 / 0.7 30 / 1.1

Working Temperature Range 2) (  / ) Amb. +5 to 150 / Amb. +9 to 302

Temperature Stability 1) (±  / ) 0.05 / 0.09 0.05 / 0.09 0.1 / 0.18 0.1 / 0.18

Pump
Max. Pressure, Max. Flow Rate 5.9 PSI (406.8 millibar), 7.4 gallons / minute (28 liters / minute)

Max. Suction Flow Rate 2.6 gallons / minute (10 liters / minute)

Dimension

Bath Opening / Depth
(W×L, D) (mm / inch)

150×99, 160
/ 5.9×3.9, 6.3

211×154, 180
/ 8.3×6.1, 7.1

290×214, 200
/ 11.4×8.4, 7.9

300×264, 230
/ 11.8×10.4, 9

Overall
(W×L×H) (mm / inch)

220×395×424
/ 8.7×15.6×16.7

281×450×444
/ 11.1×17.7×17.5

360×510×464
/ 14.2×20.1×18.3

370×560×494
/ 14.6×22×19.4

Net Weight (kg / lbs) 12.5 / 27.6 15 / 33 17.5 / 38.6 19.5 / 43

Electrical Requirements (230V, 50 / 60 Hz) 4.5A 6.7A 8.8A 8.8A

Cat. No. AAH52305K AAH52315K AAH52325K AAH52335K

Electrical Requirements (120V, 50 / 60 Hz) 8.6A 8.6A 8.6A 8.6A

Cat. No. AAH52306U AAH52316U AAH52326U AAH52336U

 Bath fluid : water
1) Technical data according to DIN 12876.
2)  If you operate the unit in 1 to 3 steps of pump, the temperature range can be from Amb. +5  but in 4 and 5 steps, the range will be from Amb. +15
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Amb. +5  to 150

Microprocessor PID control

Three point temp. calibration

Automatic tuning / Auto run

Digital timer for delayed
ON / OFF (from 1 min to 99 hr 59 min)

level and dry running by 
auto-matic shut down of the 
heater together with audible 
and visual alarms

Keypad lock function prevents 
accidental changes during 
operation

RS-232 interface for datalog 
(RS-232 to USB serial converter is provided.)

Heating Bath Circulators
CW-05P/10P/20P/30P (Amb. +5 to 150 )

Heating Bath Circulators 
(Programmable)

Highly intuitive user interface is 
insured by equipping the new smart 
programmable controller

One-touch operating button, easy 

complicated programming steps easy

temperature management by 
using a powerful variable-
speed pump (1 to 3 steps of pump 
for internal circulation and 4 to 5 steps for 
external circulation)

Powerful pressure and suction 
pumps provide contrast press-

the whole temp range 

Isolated design of agitator,
heater, and sensor by a 

and also to protect users 
and samples against direct 
contact

Corrosion-resistant, seamless, 
leak-proof, round-cornered, 
and easy-to-clean stainless 
steel bath with a drain valve

STANDARD

Model CW-05P CW-10P CW-20P CW-30P
Bath Volume (L / cu ft) 5 / 0.2 10 / 0.4 20 / 0.7 30 / 1.1
Working Temperature Range 2) (  / ) Amb. +5 to 150 / Amb. +9 to 302
Temperature Stability 1) (±  / ) 0.05 / 0.09 0.05 / 0.09 0.1 / 0.18 0.1 / 0.18

Pump
Max. Pressure, Max. Flow Rate 5.9 PSI (406.8 millibar), 7.4 gallons / minute (28 liters / minute)

Max. Suction Flow Rate 2.6 gallons / minute (10 liters / minute)

Dimension

Bath Opening / Depth
(W×L, D) (mm / inch)

150×99, 160
/ 5.9×3.9, 6.3

211×154, 180
/ 8.3×6.1, 7.1

290×214, 200
/ 11.4×8.4, 7.9

300×264, 230
/ 11.8×10.4, 9

Overall
(W×L×H) (mm / inch)

220×395×424
/ 8.7×15.6×16.7

281×450×444
/ 11.1×17.7×17.5

360×510×464
/ 14.2×20.1×18.3

370×560×494
/ 14.6×22×19.4

Net Weight (kg / lbs) 12.5 / 27.6 15 / 33 17.5 / 38.6 19.5 / 43
Electrical Requirements (230V, 50 / 60 Hz) 4.5A 6.7A 8.8A 8.8A
Cat. No. AAH52305PK AAH52315PK AAH52325PK AAH52335PK
Electrical Requirements (120V, 50 / 60 Hz) 8.6A 8.6A 8.6A 8.6A
Cat. No. AAH52306PU AAH52316PU AAH52326PU AAH52336PU

 Bath fluid : water
1) Technical data according to DIN 12876.
2)  If you operate the unit in 1 to 3 steps of pump, the temperature range can be from Amb. +5  but in 4 and 5 steps, the range will be from Amb. +15

Precise and programmable
temperature control

10 programs available for 
temperature ramp up and dwell 
control
10 steps per a program and 99 
hours 59 minutes per a step
Stored programs are easily 
linkable
Programs can be repeated up to 
99 cycles
Pre-heating and heating time are 
settable before program start

Colorful LCD display with inter-
active input system

Digital input and output control 
function for interlocking exter-
nal devices

Temp. LED warning indicator 
simply shows inner reservoir’s 
temperature by three different 
colors
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Refrigerated & Heating Bath Circulators
RW-0525G/1025G/2025G/3025G (Amb. -25 to 150 )

Suitable for both internal and
external bath environment 
due to reduced turbulence 

pump and built-in cooling coil
(1 to 3 steps of the pump for internal 
circulation and 4 to 5 steps for external 
circulation)

Isolated design of agitator,
heater, and sensor by a 

and also to protect users 
and samples against direct 
contact

level and dry running by 
automatic shut down of the 
heater together with audible 
and visual alarms

Temp. range from 
-25  to 150

Microprocessor PID control/
Auto-tuning/ Calibration

Digital timer for delayed
ON / OFF (from 1 min to 99 hr 59 min)

Protection against over-

level

Convenient memory function
of up to three frequently
used temperature settings

Digital LED display (0.1 resolution)

Splash-proof keypad

RS-232 interface

Refrigerated & Heating Bath Circulators 
(General)

Rapid heating and cooling
throughout the entire temp. range

STANDARD

Model RW-0525G RW-1025G RW-2025G RW-3025G
Bath Volume (L / cu ft) 5 / 0.2 10 / 0.4 20 / 0.7 30 / 1.1

Working Temperature Range 2) (  / ) -25 to 150 / -13 to 302

Temperature Stability 1) (±  / ) 0.05 / 0.09 0.05 / 0.09 0.05 / 0.09 0.08 / 0.14 

Cooling Capacity
(Bath fluid: ethanol)

at -20  (-4 ), W 30 50 260 390

at 0  (+32 ), W 230 250 410 570

at +20  (68 ), W 320 380 560 680

Refrigerator 1 / 3 LBP, R-507 1 / 3 LBP, R-507 1 / 2 LBP, R-404A 3 / 4 LBP, R-404A

Pump 
(Bath fluid: water)

Max. Pressure, Max. Flow rate 5.9 PSI (406.8 millibar), 7.4 gallons / minute (28 liters / minute)

Max. Suction Flow Rate 3) 2.6 gallons / minute (10 liters / minute)

Dimension

Bath Opening / Depth
(W×L, D) (mm / inch)

150×99, 160
/ 5.9×3.9, 6.3

211×154, 180
/ 8.3×6.1, 7.1

290×214, 200
/ 11.4×8.4, 7.9

300×264, 230
/ 11.8×10.4, 9

Overall
(W×L×H) (mm / inch)

302×438×690
/ 11.9×17.2×27.2

360×490×780
/ 14.2×19.3×30.7

380×560×825
/ 15×22×32.5

440×620×895
/ 17.3×24.4×35.2

Net Weight (kg / lbs) 37 / 81.6 44 / 97 60 / 132.2 70 / 147.7

Electrical Requirements (230V, 60Hz) 7A 9.2A 12.8A 13.8A

Cat. No. AAH57001K AAH57011K AAH57021K AAH57031K

Electrical Requirements (230V, 50Hz) 7A 9.2A 12.8A 13.8A

Cat. No. AAH57002K AAH57012K AAH57022K AAH57032K

Electrical Requirements (120V, 60Hz) 12.6A 12.6A

Cat. No. AAH57003U AAH57013U - -

* RW-2025G and RW-3025G Models are available ONLY for 230V.
1) Technical data according to DIN 12876.
2) The cooling capacity is measured on a 230V / 60Hz electrical condition.
3) Additional suction pump is optional.
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Suitable for both internal and
external bath environment 
due to reduced turbulence 

pump and built-in cooling coil
(1 to 3 steps of the pump for internal 
circulation and 4 to 5 steps for external 
circulation)

Isolated design of agitator,
heater, and sensor by a 

and also to protect users 
and samples against direct 
contact

level and dry running by 
automatic shut down of the 
heater together with audible 
and visual alarms

Temp. range from 
-35  to 150

Microprocessor PID control/
Auto-tuning/ Calibration

Digital timer for delayed
ON / OFF (from 1 min to 99 hr 59 min)

Protection against over-

level

Convenient memory function
of up to three frequently
used temperature settings

Digital LED display (0.1 resolution)

Splash-proof keypad

RS-232 interface

Refrigerated & Heating Bath Circulators
RW-0540G/1040G/2040G/3040G (Amb. -35 to 150 )

Refrigerated & Heating Bath Circulators 
(General)

Stable temp. control capability 
at very low temp. by adopting a 
powerful pump for both external 
and interial circulation

STANDARD

Model RW-0540G RW-1040G RW-2040G RW-3040G
Bath Volume (L / cu ft) 5 / 0.2 10 / 0.4 20 / 0.7 30 / 1.1

Working Temperature Range 2) (  / ) -35 to 150 / -31 to 302

Temperature Stability 1) (±  / ) 0.05 / 0.09 0.05 / 0.09 0.05 / 0.09 0.08 / 0.14 

Cooling Capacity
(Bath fluid: ethanol)

at -20  (-4 ), W 80 150 400 440 

at 0  (+32 ), W 150 330 660 700 

at +20  (68 ), W 280 450 800 880

Refrigerator 1 / 2 LBP, R-404A 1 / 2 LBP, R-404A 3 / 4 LBP, R-404A 1 LBP, R-404A

Pump 
(Bath fluid: water)

Max. Pressure, Max. Flow rate 5.9 PSI (406.8 millibar), 7.4 gallons / minute (28 liters / minute)

Max. Suction Flow Rate 3) 2.6 gallons / minute (10 liters / minute)

Dimension

Bath Opening /Depth
(W×L, D) (mm / inch)

150×99, 160
/ 5.9×3.9, 6.3

211×154, 180
/ 8.3×6.1, 7.1

290×214, 200
/ 11.4×8.4, 7.9

300×264, 230
/ 11.8×10.4, 9

Overall
(W×L×H) (mm / inch)

302×438×690
/ 11.9×17.2×27.2

360×490×780
/ 14.2×19.3×30.7

380×560×825
/ 15×22×32.5

440×620×895
/ 17.3×24.4×35.2

Net Weight (kg / lbs) 38 / 83.8 44 / 97 60 / 132.2 70 / 154.3

Electrical Requirements (230V, 60Hz) 8.5A 10.7A 13.8A 14.8A

Cat. No. AAH57101K AAH57111K AAH57121K AAH57131K

Electrical Requirements (230V, 50Hz) 8.5A 10.7A 13.8A 14.8A

Cat. No. AAH57102K AAH57112K AAH57122K AAH57132K

* RW-40G Models are available ONLY for 230V.
1) Technical data according to DIN 12876.
2) The cooling capacity is measured under 230V / 60Hz electrical condition.
3) Additional suction pump is optional.



For detailed information of accessories, please refer to the page 14-17.
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Refrigerated & Heating Bath Circulators
RW-0525P/1025P/2025P/3025P (Amb. -25 to 150 )

Refrigerated & Heating Bath Circulators 
(Programmable)

Newly developed bath circulator 
with the Intelligent programmable 
controller brings the best intuitive 
control performance to your laboratory

STANDARD

Model RW-0525P RW-1025P RW-2025P RW-3025P
Bath Volume (L / cu ft) 5 / 0.2 10 / 0.4 20 / 0.7 30 / 1.1

Working Temperature Range 2) (  / ) -25 to 150 / -13 to 302

Temperature Stability 1) (±  / )  at -10 0.05 / 0.09 

Cooling Capacity
(Bath fluid: ethanol)

at -20  (-4 ), W 30 50 260 390

at 0  (+32 ), W 230 250 410 570

at 20  (68 ), W 320 380 560 680

Refrigerator 1 / 3 LBP, R-507 1 / 3 LBP, R-507 1 / 2 LBP, R-404A 3 / 4 LBP, R-404A

Pump 
(Bath fluid: water)

Max. Pressure, Max. Flow rate 5.9 PSI (406.8 millibar), 7.4 gallons / minute (28 liters / minute)

Max. Suction Flow Rate 3) 2.6 gallons / minute (10 liters / minute)

Dimension

Bath Opening / Depth
(W×L, D) (mm / inch)

150×99, 160
/ 5.9×3.9, 6.3

211×154, 180
/ 8.3×6.1, 7.1

290×214, 200
/ 11.4×8.4, 7.9

300×264, 230
/ 11.8×10.4, 9

Overall
(W×L×H) (mm / inch)

302×438×690
/ 11.9×17.2×27.2

360×490×780
/ 14.2×19.3×30.7

380×560×825
/ 15×22×32.5

440×620×895
/ 17.3×24.4×35.2

Net Weight (kg / lbs) 37 / 81.6 44 / 97 60 / 132.2 70 / 147.7

Electrical Requirements (230V, 60Hz) 7A 9.2A 12.8A 13.8A

Cat. No. AAH57304K AAH57305K AAH57306K AAH57307K

Electrical Requirements (230V, 50Hz) 7A 9.2A 12.8A 13.8A

Cat. No. AAH57204K AAH57205K AAH57206K AAH57207K

Electrical Requirements (120V, 60Hz) 12.6A 12.6A

Cat. No. AAH57104U AAH57105U - -

1) Technical data according to DIN 12876.
2) The cooling capacity is measured on a 230V / 60Hz electrical condition.
3) The additional suction function is optional.

Temp. range from 
-25  to 150

Microprocessor PID control

Three point temp. calibration

Automatic tuning / Auto run

Digital timer for delayed
ON / OFF (from 1 min to 99 hr 59 min)

level and dry running by 
auto-matic shut down of the 
heater together with audible 
and visual alarms

Keypad lock function prevents 
accidental changes during 
operation

RS-232 interface for datalog 
(RS-232 to USB serial converter is provided.)

Suitable for both internal and
external bath environment 
due to reduced turbulence 

pump and built-in cooling coil
(1 to 3 steps of the pump for internal 
circulation and 4 to 5 steps for external 
circulation)

Isolated design of agitator,
heater, and sensor by a 

and also to protect users 
and samples against direct 
contact

Corrosion-resistant, seamless, 
leak-proof, round-cornered, 
and easy-to-clean stainless 
steel bath with a drain valve

Precise and programmable
temperature control

10 programs available for 
temperature ramp up and dwell 
control
10 steps per a program and 99 
hours 59 minutes per a step
Stored programs are easily 
linkable
Programs can be repeated up to 
99 cycles
Pre-heating and heating time are 
settable before program start

Colorful LCD display with inter-
active input system

Digital input and output control 
function for interlocking exter-
nal devices

Temp. LED warning indicator 
simply shows inner reservoir’s 
temperature by three different 
colors



For detailed information of accessories, please refer to the page 14-17.
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Refrigerated & Heating Bath Circulators
RW-0540P/1040P/2040P/3040P (Amb. -35 to 150 )

Refrigerated & Heating Bath Circulators 
(Programmable)

Our new controller performs any 
sophisticated control depending on 
exactly how you plan the scheduler

STANDARD

Model RW-0540P RW-1040P RW-2040P RW-3040P
Bath Volume (L / cu ft) 5 / 0.2 10 / 0.4 20 / 0.7 30 / 1.1

Working Temperature Range 2) (  / ) -35 to 150 / -31 to 302

Temperature Stability 1) (±  / )  at -10 0.05 / 0.09 

Cooling Capacity
(Bath fluid: ethanol)

at -20  (-4 ), W 80 150 400 440 

at 0  (+32 ), W 150 330 660 700 

at 20  (68 ), W 280 450 800 880

Refrigerator 1 / 2 LBP, R-404A 1 / 2 LBP, R-404A 3 / 4 LBP, R-404A 1 LBP, R-404A

Pump 
(Bath fluid: water)

Max. Pressure, Max. Flow rate 5.9 PSI (406.8 millibar), 7.4 gallons / minute (28 liters / minute)

Max. Suction Flow Rate 3) 2.6 gallons / minute (10 liters / minute)

Dimension

Bath Opening /Depth
(W×L, D) (mm / inch)

150×99, 160
/ 5.9×3.9, 6.3

211×154, 180
/ 8.3×6.1, 7.1

290×214, 200
/ 11.4×8.4, 7.9

300×264, 230
/ 11.8×10.4, 9

Overall
(W×L×H) (mm / inch)

302×438×690
/ 11.9×17.2×27.2

360×490×780
/ 14.2×19.3×30.7

380×560×825
/ 15×22×32.5

440×620×895
/ 17.3×24.4×35.2

Net Weight (kg / lbs) 38 / 83.8 44 / 97 60 / 132.2 70 / 154.3

Electrical Requirements (230V, 60Hz) 8.5A 10.7A 13.8A 14.8A

Cat. No. AAH57308K AAH57309K AAH57310K    AAH57314K

Electrical Requirements (230V, 50Hz) 8.5A 10.7A 13.8A 14.8A

Cat. No. AAH57208K AAH57209K AAH57210K   AAH57214K      

1) Technical data according to DIN 12876.
2) The cooling capacity is measured on a 230V / 60Hz electrical condition.
3) The additional suction function is optional.

Temp. range from 
-35  to 150

Microprocessor PID control

Three point temp. calibration

Automatic tuning / Auto run

Digital timer for delayed
ON / OFF (from 1 min to 99 hr 59 min)

level and dry running by 
auto-matic shut down of the 
heater together with audible 
and visual alarms

Keypad lock function prevents 
accidental changes during 
operation

RS-232 interface for datalog 
(RS-232 to USB serial converter is provided.)

Suitable for both internal and
external bath environment 
due to reduced turbulence 

pump and built-in cooling coil
(1 to 3 steps of the pump for internal 
circulation and 4 to 5 steps for external 
circulation)

Isolated design of agitator,
heater, and sensor by a 

and also to protect users 
and samples against direct 
contact

Corrosion-resistant, seamless, 
leak-proof, round-cornered, 
and easy-to-clean stainless 
steel bath with a drain valve

Precise and programmable
temperature control

10 programs available for 
temperature ramp up and dwell 
control
10 steps per a program and 99 
hours 59 minutes per a step
Stored programs are easily 
linkable
Programs can be repeated up to 
99 cycles
Pre-heating and heating time are 
settable before program start

Colorful LCD display with inter-
active input system

Digital input and output control 
function for interlocking exter-
nal devices

Temp. LED warning indicator 
simply shows inner reservoir’s 
temperature by three different 
colors



For detailed information of accessories, please refer to the page 14-17.
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Cold Trap Bath
CTB-10 (Down to -40 )

Effective capture of moisture
or condensate with digital
temperature display

Model CTB-10
Temperature Range (  / ) Down to -40 / - 40

Material

Bath External Stainless steel, 1.2t, Double painted & baked

Bath Up Desk Stainless steel, 1.5t

Insulation Polyurethane foam (30mm)

Refrigerator 1 / 2 HP, R-404A (LBP)

Dimension

Volume (L / cu ft) 4.8 / 0.17

Bath (Ø×H, mm) Dia, 210×204 / 8.3×8

Overall (W×D×H) (mm / inch) 360×465×555 / 14.1×18.3×21.9

Net Weight (kg / lbs) 46 / 101.4

Electrical Requirements (230V, 60Hz) 4.5 A

Cat. No. AAH62011K

Electrical Requirements (230V, 50Hz) 4.5 A

Cat. No. AAH62012K

Quick-release front grille 
for easy cleaning of the 
condenser

Built-in dissolving system to 
easily remove ice or solid 
matter stuck on the bath

LED temperature display

Protection against over-
current

Easy installation and 
maintenance of glass traps 
(Two glass traps included)

STANDARD
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for Shaking & Heating Baths

   Universal Platforms    Flask Clamps    Test Tube Racks

 Universal Platforms & Flask Clamps
  The universal platforms provide flexibility for mixing different size test tubes and glassware on a single platform. Various clamps or racks can be 

interchanged or added easily using mounting holes on the platform. (only for BS Models)

Model BS-06 BS-11 BS-21 BS-31

Universal Platform Cat. No. AAA44521 AAA44522 AAA44523 AAA44524

    Flask Clamps

Erlenmeyer Flask Size Max. mountable flask clamps
AAA23550 for 50mL 9 12 20 32
AAA23551 for 100mL 3 9 15 24
AAA23552 for 250ml 2 4 8 12
AAA23556 for 300mL 2 4 8 12
AAA23553 for 500ml 2 4 6 12
AAA23554 for 1L 1 2 4 6
AAA23555 for 2L ◊ - 1 2 3
AAA23557 for 2.8L ◊ - 1 1 2

◊ 2 and 2.8L flasks must be used due to height restrictions, respectively.
* Flask clamps for universal platforms are sold separately.

 Dedicated Platforms
   When using glassware of the same size, dedicated platforms with preinstalled 250 mL or 500 mL clamps provide maximum capacity for each platform si

If you need to use different size glassware, purchase other suitable clamps separately. (only for BS Models)

Cat. No. Description Suitable for
AAA44531 Universal Platform with mL flask clamps ea

BS-
AAA44532 Universal Platform with mL flask clamps ea
AAA44541 Universal Platform with mL flask clamps ea

BS-
AAA44542 Universal Platform with mL flask clamps ea
AAA44551 Universal Platform with mL flask clamps ea

BS-
AAA44552 Universal Platform with mL flask clamps ea
AAA44561 Universal Platform with mL flask clamps ea

BS-
AAA44562 Universal Platform with mL flask clamps ea

 Dedicated platforms are sold with maximum number of flask clamps preinstalled.

 Test Tube Racks
  Highly durable stainless steel test tube racks feature adjustable angle and tube height support without requiring any base plate.  

You can easily mount and release test tube racks.

Cat. No. Description
Insert Capacity of Racks*

BS-06 BS-11 BS-21 BS-31
AAA44581 for 86 Test Tubes Ø8mm / Ø0.3˝

1EA 2EA 3EA 4EA
AAA44582 for 86 Test Tubes Ø10mm / Ø0.4˝
AAA44583 for 58 Test Tubes Ø12mm / Ø0.5˝
AAA44585 for 32 Test Tubes Ø16mm / Ø0.6˝
AAA44586 for 19 Test Tubes Ø25mm / Ø1.0˝

* No declination.
 Customized accessories to meet your specific requirements can be also provided. For inquiries, please contact your dealer.

   Dedicated Platforms
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  Transparent Polypropylene Gable Covers   Stainless Steel Flat Covers   Open-rings Covers

for Baths & Bath Circulators

  Transparent Polypropylene Gable Covers
  Designed to protect samples from contamination due to 

direct dripping of the bath liquid. (only for BW-H and BW-B Models)

Cat. No. Suitable for
AAA45531 BW-05H / BW-05B
AAA45532 BW-10H / BW-10B
AAA45533 BW-20H / BW-20B

  Stainless Steel Flat Covers
  Made of stainless steel to prevent corrosion and rust.  

(only for BW-H and BW-B Models)

Cat. No. Suitable for
AAA45541 BW-05H / BW-05B
AAA45542 BW-10H / BW-05B
AAA45543 BW-20H / BW-05B

 Open-rings Covers 
  Beakers or Erlenmeyer flasks can be placed directly onto the perforated stainless steel half-shelf adjuster or water tank bottom.  

By adjusting ring size for each glassware, liquid loss due to evaporation is minimized. (only for BW-H, B -B, BW-G Models)

Cat. No. Description Suitable for
AAA45521 with 2 openings Ø80mm / Ø3.1˝

BW-05H / BW-05B
AAA45524 with 1 opening Ø110mm / Ø4.3˝
AAA45522 with 4 openings Ø80mm / Ø3.1˝

BW-10H / BW-10BAAA45525 with 2 openings Ø110mm / Ø4.3˝
AAA45526 with 1 opening Ø185mm / Ø7.3˝
AAA45523 with 8 openings Ø80mm / Ø3.1˝

BW-20H / BW-20BAAA45527 with 6 openings Ø110mm / Ø4.3˝
AAA45528 with 2 openings Ø185mm / Ø7.3˝
AAA41561 with 2 openings Ø80mm / Ø3.1˝

BW-05G
AAA41564 with 1 opening Ø110mm / Ø4.3˝
AAA41562 with 4 openings Ø80mm / Ø3.1˝

BW-10GAAA41565 with 2 openings Ø110mm / Ø4.3˝
AAA41566 with 1 opening Ø185mm / Ø7.3˝
AAA41563 with 6 openings Ø80mm / Ø3.1˝

BW-20GAAA41567 with 4 openings Ø110mm / Ø4.3˝
AAA41568 with 1 opening Ø185mm / Ø7.3˝

 Test Tube Racks
  Highly durable stainless steel test tube racks feature adjustable angle and tube height support without requiring any base plate.  

You can easily mount and release test tube racks.

Cat. No. Description Insert Capacity of Racks*
AAA44581 for 86 Test Tubes Ø8mm / Ø0.3˝
AAA44582 for 86 Test Tubes Ø10mm / Ø0.4˝
AAA44583 for 58 Test Tubes Ø12mm / Ø0.5˝
AAA44585 for 32 Test Tubes Ø16mm / Ø0.6˝
AAA44586 for 19 Test Tubes Ø25mm / Ø1.0˝
AAA41531 for 50 Test Tubes Ø8mm / Ø0.3˝
AAA41532 for 50 Test Tubes Ø10mm / Ø0.4˝
AAA41533 for 33 Test Tubes Ø12mm / Ø0.5˝
AAA41535 for 16 Test Tubes Ø16mm / Ø0.6˝
AAA41539 for 10 Test Tubes Ø25mm / Ø1.0˝
AAA45551 for 176 Test Tubes Ø8mm / Ø0.3˝
AAA45552 for 176 Test Tubes Ø10mm / Ø0.4˝
AAA45554 for 84 Test Tubes Ø12mm / Ø0.5˝
AAA45556 for 68 Test Tubes Ø16mm / Ø0.6˝
AAA45561 for 33 Test Tubes Ø25mm / Ø1.0˝

* No declination.

BW-10G
CW-20G/P, 30G/P

RW-2025G/P, 2040G/P 
RW-3025G/P, 3040G/P

BW-20G

2EA 3EA

BW-05H
BW-05B
BW-05G

RW-1025G/P
RW-1040G/P
CW-10G/P

1EA

BW-10H
BW-10B

BW-20H
BW-20B

1EA 2EA
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  Spring Wire Racks   Half-shelf Adjusters   Additional Suction Pumps

for Baths & Bath Circulators

 Spring Wire Racks
  Ideal for holding a wide variety of tubes, flasks, and other 

glassware. All components are made of stainless steel.  
(for all models)

Cat. No. Suitable for
AAA45502 BW-10H / BW-10B
AAA45503 BW-20H / BW-20B
AAA41502 BW-10G
AAA41503 BW-20G
AAA51522 CW-20G/P / RW-2025G/P, 2040G/P
AAA51523 CW-30G/P / RW-3025G/P, 3040G/P

 Viscometer Tube Holders
  Specially designed to hold a two-opening viscometer glass 

tube and made of Bakelite, renowned for its high thermal 
endurance. (only for VB Models)

 Half-shelf Adjusters
  Stainless steel perforated sample tray shelves with adjustable height support prevent leaks and guard against rust and contamination. 

(only for BW-H, BW-B, and BW-G Models)

Cat. No. Suitable for
AAA45511 BW-05H / BW-05B
AAA45512 BW-10H / BW-10B
AAA45513 BW-20H / BW-20B
AAA41551 BW-05G
AAA41552 BW-10G
AAA41553 BW-20G

for Viscometer Heating Baths

 Cooling Circulators
  The temperature range of viscometer heating baths can be lowered up to +10  (+50 ) when used with an optional cooling circulator. 

(only for VB Models)

Cat. No. Description Suitable for
AAH57011K RW-1025G/P (230V, 60Hz) VB-25G (230V, 60Hz)

AAH57012K RW-1025G/P (230V, 50Hz) VB-25G (230V, 50Hz)

AAH57021K RW-2025G/P (230V, 60Hz) VB-40G (230V, 60Hz)

AAH57022K RW-2025G/P (230V, 50Hz) VB-40G (230V, 50Hz)

* Refer to p.20-23 for more information on the cooling circulators.

 Additional Suction Pumps*
  Additional suction device for more powerful external and 

internal circulation. Maximum suction flow rate is 10.0 liters 
per minute. (only for CW-G and RW-G Models)

Cat. No. Suitable for
52503 CW-05G/P / RW-0525G/P, 0540G/P
52513 CW-10G/P / RW-1025G/P, 1040G/P
52523 CW-20G/P / RW-2025G/P, 2040G/P
52533 CW-30G/P / RW-3025G/P, 3040G/P

*  Adding this additional suction function after your purchase is time-
consuming and costly. Prior request is highly recommended.

  Viscometer Tube Holders

Cat. No. Suitable for

AAA43501
VB-25G (need Max. 5 holders)

VB-40G (need Max. 8 holders)



/    Autoclaves    

/    Baths & Circulators   

/    Desiccators   

/    Furniture   

/    Hoods   

/    Incubators   

/    Ovens   

/    Pumps 

/    Recirculating Coolers (Chillers)    

/    Refrigerators & Freezers   

/    Shakers   

/    Heating & Cooling Blocks  

/    Hotplates & Stirrers    

/    Vortex mixers   

/    Temperature Chambers   

/    Temperature & Humidity Chambers

 /   Pipettes   

/    Plasticware   

/    Ultrasonic Cleaners   

/    Other Products


